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Frame Fit Specifications
General Information

Information in this document is subject to change without prior notice.

All dimensions are in millimeters unless otherwise noted. 

Images in this document are not to scale.

Your product's appearance may vary slightly from the images in this document.

If you have any questions please contact your SRAM representative.



4

DD3 Pulse E-Box
General Information

•	The DD3 Pulse E-Box is an automatic system with  
three gears.

•	It interfaces with the BOSCH midship motor.

•	Only use an DD3 Pulse E-Box with a DD3 Pulse Hub.

•	The DD3 Pulse E-Box connects via a cable.

•	The axle must have a groove to be compatible with the 
DD3 Pulse Hub.

•	Use the DD3 Pulse Hub XL to avoid DD3 Pulse E-Box 
interference with the frame. 
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DD3 Pulse E-Box
User Specification
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DD3 Pulse E-Box Cable
Specifications

•	 The wire connects the DD3 Pulse E-Box and the BOSCH midship motor.
•	 The length of the cable without connectors is 400 mm.
•	 The length of the cable with connectors is 460 mm.
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DualDrive 30 DualDrive 27 DualDrive 24

Over Locknut Dimension (OLD) 135 mm 135 mm 135 mm

Axle length 187 mm 187 mm 187 mm

Number of spoke holes 32 or 36 32 or 36 32 or 36

Spoke hole diameter 2.6 2.6 2.6

Spoke hole pitch diameter 67 mm 67 mm 67 mm

Total gear ratio 608% 576% 542%

Gear ratio IGH 186% 186% 186%

Gear 1 73% 73% 73%

Gear 2 100% 100% 100%

Gear 3 136% 136% 136%

Crank 33 or 36 33 or 36 33 or 36

Cassette* 10 speed standard driver 9 speed standard driver 8 speed standard driver

Chain line 45 mm 45 mm 45 mm

Dropout width 8 mm maximum 8 mm maximum 8 mm maximum

Brake Disc Disc Disc

Color Silver or Black Silver or Black Silver or Black

*The DD3 Pulse Hub is compatible with standard driver cassettes.

DD3 Pulse Hub
General Information
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DD3 Pulse Hub
Specification
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DualDrive 30 DualDrive 27 DualDrive 24

Over Locknut Dimension (OLD) 135 mm 135 mm 135 mm

Axle length 198 mm 198 mm 198 mm

Number of spoke holes 32 or 36 32 or 36 32 or 36

Spoke hole diameter 2.6 2.6 2.6

Spoke hole pitch diameter 67 mm 67 mm 67 mm

Total gear ratio 608% 576% 542%

Gear ratio IGH 186% 186% 186%

Gear 1 73% 73% 73%

Gear 2 100% 100% 100%

Gear 3 136% 136% 136%

Crank 33 or 36 33 or 36 33 or 36

Cassette* 10 speed standard driver 9 speed standard driver 8 speed standard driver

Chain line 45 mm 45 mm 45 mm

Dropout width 8 mm maximum 8 mm maximum 8 mm maximum

Brake Disc Disc Disc

Color Silver or Black Silver or Black Silver or Black

*The DD3 Pulse XL Hub is compatible with standard driver cassettes.

DD3 Pulse Hub XL
General Information
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DD3 Pulse Hub XL
Specification
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Some models of cassette
 sprockets with elements 

protruding inboard from the
 largest sprocket may lead
 to unwanted interference.
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